
Senco Paper Collated Nails 

Fasteners 

Senco paper collated D Head nails are produced to a 34° angle. 
Diameters range from 2.87mm to 3.15mm with smooth and annular grooved shaft. 
Length range from 50mm to 90mm. 
Finished in bright, hot dip galvanized and 304 stainless steel. 
 
Senco Joist hanger nails are produced at a 34° angle. 
Diameter is 3.30mm, Length 38mm 
Finished in hot dip galvanized or 304 stainless steel. 

Senco product code on packaging 

Kyocera Senco NZ Ltd 

STREET NAME 89b Ellice Road SUBURB  Glenfield 

CITY, COUNTRY  Auckland POSTCODE  0629 

 
 

 

 

 

 

 

 

 

Building  Product  Information  Sheet 
 

Product name: 
 

Product line (the product line from which the product is customised): 
 

Product description and its intended use (measurements, materials, usage): 
 

Product identifier (if applicable): 
 

 

Place of manufacture: 
 

Aotearoa New Zealand 

 
Overseas 

 

 

 
 

Legal and trading name of the importer (if applicable): 
 

Address for service: 
 

 

Website: 

 
Email address: 

 
Phone No. (if applicable): 

NZBN (if applicable): 

CLASS 1 

9429030495319 

(09) 444 9424 

nzsales@kyocera-senco.com 

www.senco.co.nz 

mailto:nzsales@kyocera-senco.com
http://www.senco.co.nz/


B1 Structure 
Clauses B1 3.1, B1 3.2, B1 3.3 (a), (f), (h), (i), (j), (m), (q). 
 
B2 Durability 
Clauses B2 3.1 (a), (b). 
 
Installation of fasteners must comply with Section 4, NZS3604:2011, table 4.1. 

Relevant Building Code clauses: 
 

 

 

 

 

 

 

 

 

 
 

The fastenings referred to in this document are not subject to warning or ban under section 26 


